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S
IZ

E

A
 

750 150 97 1460 349 1600 318 1760 289 1910 266 2170 235 2470 206

750 165 102 1490 360 1630 329 1790 299 1950 275 2220 241 2520 213

525 200 107 1620 347 1770 318 1940 290 2120 265 2410 233 2730 206
375 250 122 1790 359 1960 328 2150 299 2340 275 2660 242 3020 213
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1000 150 127 1550 430 1690 395 1860 359 2020 330 2300 290 2610 256
1000 165 140 1570 467 1730 424 1890 388 2060 356 2340 314 2660 276

700 200 128 1670 401 1830 366 2000 335 2180 307 2480 270 2820 237

500 250 138 1820 397 2000 362 2190 330 2380 304 2710 267 3080 235
HIGH 

PRESSURE*** 200 300 138 1980 365 2180 332 2390 303 2600 278 2960 244 3360 215

1250 150 163 1470 583 1620 529 1770 484 1930 444 2190 391 2490 344

1250 165 175 1540 598 1690 545 1850 498 2010 458 2290 402 2600 354

875 200 164 1600 539 1750 493 1920 449 2090 413 2380 362 2700 319

625 250 180 1760 536 1930 489 2110 447 2300 410 2620 360 2970 317
HIGH 

PRESSURE*** 200 300 153 1900 423 2080 386 2280 352 2490 323 2830 284 3210 250

1500 150 202 1540 689 1690 628 1850 573 2020 525 2290 463 2600 408

1500 165 216 1610 705 1760 645 1930 588 2100 541 2390 475 2720 418

1050 200 191 1620 618 1770 566 1940 516 2120 473 2410 416 2730 367

750 250 200 1740 603 1910 550 2100 500 2280 461 2600 404 2950 356
HIGH 

PRESSURE*** 200 300 182 1930 494 2110 452 2330 409 2520 378 2870 332 3260 293
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SINGLE STAGE PUMP- 10" IMPELLER (750-1250 GPM); 10.25" IMPELLER (1500 GPM)
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*    ENGINE SPEED MUST NOT EXCEED MFR'S MAXIMUM NO-LOAD GOVERNED SPEED.                                                                                    
**  GAUGE PRESSURE DOES NOT INCLUDE LIFT OR SUCTION LOSSES.
*** THE PUMP IS CAPABLE OF THE HIGH PRESSURE PERFORMANCE SHOWN.  ACTUAL OBTAINABLE PRESSURE SHOULD BE 
CHECKED IN ADVANCE, AND IS GOVERNED BY THE ENGINE SPEED, AVAILABLE HORSEPOWER, AND PUMP RATIO.

THIS CHART IS TO BE USED TO SELECT THE PROPER PUMP GEARBOX RATIO. THE INPUT SPEED AND HORSEPOWER 
REQUIREMENTS SHOWN ARE NOMINAL ±5% FIGURES. WHEN USING THIS CHART, IT IS IMPORTANT TO OBTAIN THE NET 
HORSEPOWER OUTPUT OF THE ENGINE. THE ENGINE MANUFACTURER'S PUBLISHED CURVE MAY NOT REPRESENT A TRUE NET 
HORSEPOWER WHEN TOTALING ALL THE POWER DEDUCTIONS THAT MAY BE ENCOUNTERED FOR THE RATING.  THE DEDUCTIONS 
COULD BE ENGINE AND VEHICLE ACCESSORIES, ELEVATION, TEMPERATURE, BAROMETER, ETC. CHECK WITH THE ENGINE 
MANUFACTURER FOR THEIR RECOMMENDATION AND APPROVAL OF THE NET HORSEPOWER CURVE. 

THE PUMPING TORQUE REQUIREMENTS MIGHT EXCEED THE TRUCK'S TRANSMISSION CASE, POWER TAKE-OFF AND
DRIVELINE COMPONENT LIMITS. CONTACT THE RESPECTIVE EQUIPMENT MANUFACTURER FOR THEIR APPROVAL
OF THE PUMPING APPLICATION.
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RSD150-14PUMP MODEL RSD150-23 RSD150-21

PUMP MODEL

1000

RSD100-21 RSD100-20RSD100-23

PUMP MODEL

RSD150-20 RSD150-18

RSD125-21RSD125-23
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4CNFPA 1901 RATING CHART

RSD

RATED FROM 750 GPM @ 150 PSI TO 1500 GPM @ 150 PSI

PTO PUMP

6 IN. HOSE, 10000 FEET (3050 M)
RSD75 6 IN. HOSE, 4900 FEET (1500 M)

6 IN HOSE, 2600 FEET (790 M)
RSD125

PUMP MODEL RSD75-21RSD75-23
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PUMP INPUT DRIVE SHAFT (RPM)*
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RSD100-15
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RSD100-14

6 IN. HOSE, 8000 FEET (2440 M)

 5 IN. HOSE, 4300 FEET (1310 M)
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RSD75
RSD100

RSD150
5 IN. HOSE, 8000 FEET (2440 M)

MAXIMUM ELEVATION AT WHICH THE PUMP WILL PERFORM THE RATING WITH STANDARD TEST CONDITIONS OF 10 FT LIFT, 20 FT  OF 
SUCTION HOSE & STRAINER.  STANDARD TEST CONDITIONS AND MAXIMUM ELEVATION DO NOT INCLUDE TRUCK PIPING LOSSES.

RSD150 (2) 6 IN HOSE, 8000 FEET (2440 M)

RSD75 4-1/2 IN. HOSE, 6000 FEET (1830 M) RSD100


