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AP LS SERIES PUMP N
L
RATED FROM 16 Liter/sec @1.03 MPa TO 31 Liter/sec @1.03 MPa
SINGLE STAGE PUMP- 190 mm (7.5 inch) DIAMETER IMPELLER
OPERATING CONDITIONS C1 & C2:
THE PUMP WILL PERFORM THE RATING WITH STANDARD TEST CONDITIONS OF SEA LEVEL ALTITUDE,
758.0 mm-Hg [29.84 in-Hg] ATMOSPHERIC PRESSURE, 20 °C [68 °F] WATER TEMPERATURE,
3'm [10 ft] LIFT, 6 m [20 ft] OF SUCTION HOSE & STRAINER®.
OPERATING CONDITION C3:
THE PUMP WILL PERFORM THE RATING WITH STANDARD TEST CONDITIONS OF SEA LEVEL ALTITUDE,
758.0 mm-Hg [29.84 in-Hg] ATMOSPHERIC PRESSURE, 20 °C [68 °F] WATER TEMPERATURE,
7 m [23 ft] LIFT, 9 m [30 ft] OF SUCTION HOSE & STRAINER®.
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B10/1
PUMP MODEL CB10/16

AP16LS-37 AP16LS-28 AP16LS-25 AP16LS-23 AP16LS-20

=
[@))

Cl| 16 |1.03| 35 1240 270 1600 209 1790 187 1990 168 2290 146

C2 | 11 |1.34| 43 1370 296 1780 228 1990 204 2200 184 2530 160

C3 8 [1.03] 28 1230 214 1590 166 1780 148 1970 134 2270 116

B10/22
PUMP MODEL CB10/

AP22LS-37 AP22L.S-28 AP22L.S-25 AP22LS-23 AP22L.S-20

2 2 Cl | 22 |1.03| 40 1260 305 1640 234 1830 210 2030 189 2340 164

C2 | 15 |1.34| 45 1390 307 1800 237 2010 213 2230 192 2570 166

C3 | 11 |1.03| 31 1230 243 1600 187 1790 167 1980 151 2280 131

PUMP MODEL CB10/29

AP29LS-37 AP29LS-28 AP29LS-25 AP29LS-23 AP29LS-20

2 9 Cl| 29 |1.03|] 51 1330 369 1720 286 1920 256 2130 231 2450 201

C2 | 20 |11.34| 54 1410 364 1820 282 2040 251 2260 227 2600 197

C3 | 15 |1.03| 33 1240 253 1610 195 1800 174 2000 157 2300 136

CB10/30

PUMP MODEL
AP30LS-37 AP30LS-28 AP30LS-25 AP30LS-23 AP30LS-20

3 O Cl | 30 |1.03| 54 1330 369 1730 284 1930 255 2140 230 2470 199

C2 | 21 |1.34| 54 1410 364 1830 280 2040 251 2270 226 2600 197

C3 | 15 |1.03| 34 1240 253 1610 195 1800 174 2000 157 2300 136

CB10/31

PUMP MODEL
AP31LS-37 AP31LS-28 AP31LS-25 AP31LS-23 AP31LS-20

3 1 Cl | 31 |1.03| 56 1340 399 1740 307 1950 274 2160 247 2480 215

C2 | 22 |1.34| 55 1410 374 1830 288 2050 257 2270 232 2610 202

C3 | 15 |1.03| 34 1240 264 1610 203 1800 182 2000 164 2300 142

NOTES:
1. SIZE OF SUCTION HOSE & STRAINER: 16 L/s: 75 mm (3" ); 22, 29 &30 L/s: 100 mm (4 "); 31 L/s: 115 mm (4.5").
2.  SPEED MUST NOT EXCEED ENGINE MANUFACTURER'S MAXIMUM NO-LOAD GOVERNED SPEED.

THIS CHART IS TO BE USED TO SELECT THE PROPER PUMP GEARBOX RATIO. THE INPUT SPEED AND POWER
REQUIREMENTS SHOWN ARE NOMINAL +5% FIGURES. WHEN USING THIS CHART, IT IS IMPORTANT TO OBTAIN

THE NET POWER OUTPUT OF THE ENGINE. THE ENGINE MANUFACTURER'S PUBLISHED CURVE MAY NOT
REPRESENT A TRUE NET POWER WHEN TOTALING ALL THE LOAD DEDUCTIONS THAT MAY BE ENCOUNTERED FOR
THE RATING. THE DEDUCTIONS COULD BE ENGINE AND VEHICLE ACCESSORIES, ALTITUDE, TEMPERATURE,
BAROMETER, ETC. CHECK WITH THE ENGINE MANUFACTURER FOR THEIR RECOMMENDATION AND APPROVAL OF
THE NET POWER CURVE.

THE PUMPING TORQUE REQUIREMENTS MIGHT EXCEED THE TRUCK'S TRANSMISSION CASE, POWER TAKE-OFF AND
DRIVELINE COMPONENT LIMITS. CONTACT THE RESPECTIVE EQUIPMENT MANUFACTURER FOR THEIR APPROVAL OF
THE PUMPING APPLICATION.
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