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100 260 118 2020 307 2260 274 2520 246 3570 173

300 260 152 2080 383 2330 342 2600 306 3680 216

4 IN. HOSE, 8500 FEET (2590 M)

TBP50

MAXIMUM ELEVATION AT WHICH THE PUMP WILL PERFORM THE RATING WITH STANDARD TEST CONDITIONS OF 10 FT LIFT, 20 FT  OF 
SUCTION HOSE & STRAINER.  STANDARD TEST CONDITIONS AND MAXIMUM ELEVATION DO NOT INCLUDE TRUCK PIPING LOSSES.

TBP50 5 IN. HOSE, 3000 FEET (910 M)
6 IN. HOSE, 5600 FEET (1705 M)

TBP75
TBP75

4-1/2 IN. HOSE, 10000 FEET (3045 M)
TBP50

"SILENCER SERIES" GEARBOX    INPUT DRIVE SHAFT (RPM) *
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PRESSURE MODE (SERIES OPERATION) ***

TWO STAGE PUMP- 7-1/2" (19,05 CM) IMPELLER

TBP50-29
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4-1/2 IN. HOSE,  400 FEET (120 M)
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5RATING CHART

TBP "SILENCER SERIES"

RATED FROM 500 GPM @ 150 PSI TO 750 GPM @ 150 PSI

BOOSTER PUMP

TBP75

5 IN. HOSE, 11500 FEET (3505 M)

TBP50-16TBP50-26 TBP50-23PUMP MODEL

500

CAPACITY MODE (PARALLEL OPERATION)
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350 200 67 1410 249 1580 222 1760 199 2490 141

250 250 69 1460 247 1630 221 1820 198 2580 140

200 300 77 1570 256 1750 230 1950 206 2770 145

300 400 137 1850 390 2080 347 2310 312 3280 220

100 500 130 2000 340 2250 302 2500 272 3540 192

750 150 130 1760 389 1970 348 2200 311 3110 220

750 165 139 1840 397 2060 354 2290 319 3250 225

525 200 135 1920 369 2150 329 2400 295 3400 208

375 250 154 2080 390 2330 348 2600 312 3680 220

100 260 118 2020 307 2260 274 2520 246 3570 173

300 260 152 2080 383 2330 342 2600 306 3680 216

525 200 118 1630 381 1830 339 2040 304 2890 215

375 250 88 1550 297 1730 266 1930 238 2730 169

200 300 77 1570 256 1750 230 1950 206 2770 145

300 400 137 1850 390 2080 347 2310 312 3280 220

100 500 130 2000 340 2250 302 2500 272 3540 192
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PRESSURE MODE  (SERIES OPERATION) 

CAPACITY MODE (PARALLEL OPERATION)

PRESSURE MODE  (SERIES OPERATION) ***

TBP75-16TBP75-23TBP75-26TBP75-29PUMP MODEL

E 1275

A
750

*    ENGINE SPEED MUST NOT EXCEED MFR'S MAXIMUM NO-LOAD GOVERNED SPEED.                                                                                
**  GAUGE PRESSURE DOES NOT INCLUDE LIFT OR SUCTION LOSSES.
*** THE PUMP IS CAPABLE OF THE HIGH PRESSURE PERFORMANCE SHOWN.  ACTUAL OBTAINABLE PRESSURE SHOULD BE 
CHECKED IN ADVANCE, AND IS GOVERNED BY THE ENGINE SPEED, AVAILABLE HORSEPOWER, AND PUMP RATIO.

THIS CHART IS TO BE USED TO SELECT THE PROPER PUMP GEARBOX RATIO. THE INPUT SPEED AND HORSEPOWER 
REQUIREMENTS SHOWN ARE NOMINAL ±5% FIGURES. WHEN USING THIS CHART, IT IS IMPORTANT TO OBTAIN THE NET 
HORSEPOWER OUTPUT OF THE ENGINE. THE ENGINE MANUFACTURER'S PUBLISHED CURVE MAY NOT REPRESENT A TRUE NET 
HORSEPOWER WHEN TOTALING ALL THE POWER DEDUCTIONS THAT MAY BE ENCOUNTERED FOR THE RATING.  THE 
DEDUCTIONS COULD BE ENGINE AND VEHICLE ACCESSORIES, ELEVATION, TEMPERATURE, BAROMETER, ETC. CHECK WITH THE 
ENGINE MANUFACTURER FOR THEIR RECOMMENDATION AND APPROVAL OF THE NET HORSEPOWER CURVE. 

THE PUMPING TORQUE REQUIREMENTS MIGHT EXCEED THE TRUCK'S TRANSMISSION CASE, POWER TAKE-OFF AND
DRIVELINE COMPONENT LIMITS. CONTACT THE RESPECTIVE EQUIPMENT MANUFACTURER FOR THEIR APPROVAL
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E-1275OF THE PUMPING APPLICATION.


