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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS
[ INCHES ARE FOR REFERENCE, ONLY]
TOLERANCE FOR MILLIMETER DIMENSIONS:
X: ±1
X.X: ±0.5
X.XX: ±0.25
X.XXX: ±0.125
ANGLES: ±0.25°
SURFACE TEXTURE IN μm Ra
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HALE POWERFLOW HPX200-H20 X-STREAM PUMP
NOTE:

USE UNLEADED FUEL ONLY.1.

ENGINE OIL & QUANTITY: SAE30 OR 10W30, 2.
1.7L [58 OZ]. ALWAYS CHECK OIL LEVEL AT OIL 
LEVEL DIPSTICK.

APPROXIMATE UNIT WEIGHT: 74 KG [163 LBS].3.

PUMP ASSEMBLY AVAILABLE WITH REMOTE 4.
MOUNT CONTROL PANELS.

(BOTH SIDES)

LOCATION
SERIAL NUMBER

ENGINE OIL DRAIN

OIL FILTER

OIL PRESSURE
SENDER

  
17.00
431.8

 336.6
13.25

 

EXHAUST PRIMER

ELECTRIC STARTER

VOLTAGE REGULATOR

PETCOCK DRAIN VALVE

MUFFLER W/
SPARK ARRESTOR

7.36
 

0.63
15.9

187.0 

 
2.36
60.0

  
5.30

 
134.7

 

 

 465.9
18.34

 
FUEL FILTER

INLET CONNECTION

11.19
284.2  

322.3  
12.69

 518.7
20.42

 

AIR-COOLED ENGINE

OIL LEVEL DIPSTICK

CONNECTION
2.5" FNPT DISCHARGE

3.0" FNPT / 4.0" VICTAULIC
SUCTION CONNECTION HONDA 20.8 HP GX630

ENGINE OIL FILL

3.69
  93.6

184.2  
7.25

 115.0
4.53

 


