1. SUPPLIED WITH BRIGGS AND STRATTON VANGUARD 35 HP, AIR COOLED GASOLINE ENGINE.

2. DIMENSION SHOWS FUEL PUMP LOCATION. FUEL PUMP MAXIMUM LIFT IS 18 INCHES (457 mm).
   FUEL TANKS LOCATED BELOW THIS HEIGHT MUST BE SUPPLIED WITH AN AUXILIARY FUEL PUMP THAT
   WILL SUPPLY 1-1/2 TO 2 PSI AT THE CARBURETOR HEIGHT (TO THE ENGINE MOUNTED FUEL PUMP).

3. MINIMAL CLEARANCE FOR AIR COVER REMOVAL.

4. MINIMUM OF 4" INTAKE PIPING WITH A STRAIGHT RUN INTO THE PUMP IS RECOMMENDED FOR MAXIMUM
   PUMP PERFORMANCE.

5. OPTIONS:
   * ELECTRIC OR HAND PRIMER
   * INTAKE AND/OR DISCHARGE MANIFOLDING
   * REMOTE OR MOUNTED CONTROL PANEL
   * CARRY HANDLES
   * BATTERY KIT

DIMENSIONS: 23.8" (605 mm) LONG x 24.3" (617 mm) HIGH x 23.5" (597 mm) WIDE
APPROXIMATE WEIGHT: 190 POUNDS (86.2 kg)