Classl1 Valve Obsolescence

PB-1035

May 30, 2019

PRODUCT NAME: Class1 Valves
AFFECTED PART NUMBER: 2.0”, 2.5”, 3.0”

Hale Products has discontinued the 2.0”, 2.5”, and 3.0” Classl
stainless steel valves. Hale will continue to offer valve
configurations, with ends, but will replace the Class1 stainless valve
with the Akron Brass 8800 valve. Valves ordered as center section
only should be purchased through Akron Brass.

Information on Akron Brass valves can be found here.
In support of the Classl stainless valve, Hale will continue to offer

seal kits. Hale will also continue to offer the Hale Torrent Stainless
Valve in 2.0”, 2.5”, 3.0”, and 4.0".

ALTERNATIVE PRODUCT

e Akron Brass 8820 2.0” Valves
e Akron Brass 8825 2.5” Valves
e Akron Brass 8830 3.0” Valves

LIST PRICE (US Dollars, FCA Free Carrier Our Dock, Ocala, FL USA Incoterms® 2010) of alternative
products

Akron Brass 8800 valve bodies can be purchased through Akron Brass.

Price of valve configurations are dependent on options chosen at the time of order configuration.

EFFECTIVITY

Effective immediately, any new orders will be converted to Akron Brass.
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